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CONNECTION METHODS
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PANEL LAYOUTHOUSING DIMENSIONS

NOTES:
ALL MATING & MOUNTING TOLERANCES ASSUME ONE CONNECTOR 1.
HALF IS FLOAT-MOUNTED.

2.       PRE-MATE GROUND CONTACTS MUST BE POSITIONED ON THE SIDE OF 
THE HOUSING LOCATED CLOSEST TO THE PIVOT POINT FOR HORIZONTAL
MOUNT, ROTATIONAL MATING.

3.       MOUNTING TOLERANCES:            MATING TOLERANCES:

     X-AXIS  .05[1.3]                        Z-AXIS        + 0 / -.015[0.38]
     Y-AXIS  .05[1.3]                          

     ANGULAR  + 0 / -0.25  @ R3.00 [76.2]
              + 0 / -0.38
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NOTIFICATION.
THEIR TECHNICAL DATA, DIMENSION, STYLE AND ACCESSORIES WITHOUT PRIOR 
ANDERSON POWER PRODUCTS RESERVES THE RIGHT TO ALTER PRODUCT TYPES, 

THE WRITTEN PERMISSION OF ANDERSON POWER PRODUCTS IS PROHIBITED.
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APPROVEDDESCRIPTION OF CHANGESREV.

ANDERSON POWER PRODUCTS.   ANY REPRODUCTION IN PART OR WHOLE WITHOUT

PRODUCTS
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